COPSHeader

1 COPSReason

version : u_int8_t:
elags) Gli‘ggg COPSMsg reasonCode : u_int16_t ‘ COpSIpv4Ininterface ‘
clientType : u_intlé_t ;uintle t I |
msgLength _int32_t 1 1
COPSIpv4Interface
g;addr : COPSIpv4Address
ifIndex : u_int32_t
COPSError <i}‘“ﬂ COPSIpv4OutInterface ‘
I |

errCode : u_intl6_t
errSubCode : u_intl6_t

‘ COPSIpv6InInterface ‘
|

COPSIpv6Interface

addr : COPSTpv6Address
COPSObjHeader ifindex : u int32 t

length : u_int16_t T
cNum : u int8 t
cType : u_int8_t

COPSHandle

@m : char*

COPSIpv60OutInterface ‘
|
]

<3\T\
i

COPSContext

reqType : u intl6 t
messageType : u_intlé_t

‘ COPSIpv4LastPdpAddress ‘

1
COPSIpv6Address
i |
COPSIpv4PdpAddress
COPSPDPAddress %addr : COPSIpv4Address 4/
}:‘ 3 pad : u_intlé_t ‘

opPOTt : v intl6 t J COPSRedirPdpAddress
| |
[ |

COPSReportType

reportType : u_int16_t
ad : u_intl6_t

COPSIntegrity COPSIpv6PdpAddress ‘ COPSIpv6LastPdpAddress ‘

keyId : u_int32_t addr : COPSIpvé6Address 4—-1 i
segNumber : u_int32_t pad : u_intl6_t
digest : Data tepPort : u_intl6_t

COPSIpv6RedirPdpAddress
I |
[ |

‘ COPSKATimer ‘ COPSTimer

pad : u_intl6_t
timerValue : u_intlé_t
COPSAcctTimer

COPSPepid

l%claca : Data

\

COPSDecision
. cmdCode : u_intl6_t 3 o
COPSClientSI gflaqs ©ou_intlé_t <)_l COPSLPDPDecision ‘
I
L — | ‘

: * |
&p-data : vata catajigchan

COPSMsgParser

Parses a given COPS msg and builds a COPSMsg
object.

COPSTranceiver Class implements read/write of COPS message
from a socket.
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